KX-PS600 Laser Printer with Scanner 



KX-PS600 Specifications 


A New Approach 
to Better D ocument M anagement 

TheKX-PS600 provides you with all the tools 
you need to manage your documents efficiently 
and effectively. T he KX-PS600 is a versatile multi- 
function device with a variety of applications like 


Printing 
Copying 
Annotating 
Faxing* 


Scanning 
Editing 
Filing 
E-M ailing* 


All product/brand names are trademarks or registered trademarks of their respective holders. 
Specifications subject to change without notice. 
Product may be subject to export control regulations. 

Copyright ©1997 Matsushita Electric Corporation of America. All rights reserved. 
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Panasonic Computer Peripheral Company 
Division of Panasonic Communications & Systems Company 
Unit of M atsushita Electric Corporation of America 
Imaging Products Group 

H eadquarters: 2 Panasonic Way, Secaucus, NJ 07094 



Printer Specifications 

Printing Process 

Semi-conductor Laser 

Print Speeds 

6ppm max. (letter size paper, text mode, 
5% image area) 

Resolution 

600 x 600 dots per inch (dpi): GDI Mode 
300 x 300 dots per inch (dpi): PCL Mode 

Paper Feed 

1 Multi-purpose tray 

Paper Weight 

16 -32 lbs. 

Paper Input 

Up to 100 sheets (20 lb.) 

Labels 

Up to 30 sheets 

Transparencies 

Up to 30 sheets 

Envelopes 

Up to 10 

Paper Output 

Up to 50 sheets paper (20 lb.) 

Fonts 

GDI Mode: Utilizes TrueType* fonts, PCL Mode: 
Courier, 10 point, 12 pitch: Regular, Bold and 
Italic Courier, 12 point, 10 pitch: Regular, Bold 
and Italic, Line Printer 8.5 point, 16.66 pitch: 
Regular 

Interface 

Bidirectional parallel 

Power Consumption 

600W typical (Operating Mode) 
9W typical (Power Saving Mode) 

Dimensions 
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7.5 (W) x 15.9 (D) x 11.5 (H) 

Noise Level 

Printing 45 dBA Standby: 0 dBA 

Power Source 

110V 

Operating Envir onment 

10 to 32.5°C (50 to 90°F), 20 to 80% RH 

Storage Environment 

0 to 35°C ( 32 to 95°F), 10 to 80% RH 

Warranty 

1-year exchange program in the event of 
defective product (excluding consumables and 
limited life items). See dealer for details. 

Hardware Requirements 

IBM PC Compatible 386DX/ 25Mhz or faster 
8 MB RAM (16 MB or more recommended) 
20 MB Free Hard Disk Space, IEEE 1284 Bi- 
directional Parallel Port & Cable (cable not 
supplied by Panasonic) 

Software Requirements 

Windows 3.1, 3.11 or Windows '95 
12MB Virtual Memory via Hard Disk 
(16 MB or more is recommended) 

Scanner & Copier Specs 

Image Scanner Type 

Contact image sensor 

Scanning Speed 

5 PPM maximum 

(Letter size paper with fine mode) 

Scanner Interface 

TWAIN 

Paper Feed 

Auto document feed up to 20 sheets of paper 
(20 lbs) 

Document Size 

Width: 3.5" to 8.5" Length: 2.17" to 14" 

Document Weight 

16 to 32 lbs for continuous scanning 
16 to 36 lbs. for single page scanning 

Effective Scan Width 

Max. 8.19" 

Resolution (dpi) 

300 x 600 

OCR Point size range* 

6-72 point type 


Copy Speed 


4 copies per minute (cpm) 

"Less than 8 point type, recognition rate may get worse 
depending on the font. 
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